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Preface  
Now is the time to plan for the integration of significant quantities of distributed renewable 
energy into the electricity grid. Concerns about climate change, the adoption of state-level 
renewable portfolio standards and incentives, and accelerated cost reductions are driving steep 
growth in U.S. renewable energy technologies. The number of distributed solar photovoltaic 
(PV) installations, in particular, is growing rapidly. As distributed PV and other renewable 
energy technologies mature, they can provide a significant share of our nation’s electricity 
demand. However, as their market share grows, concerns about potential impacts on the 
stability and operation of the electricity grid may create barriers to their future expansion.  
To facilitate more extensive adoption of renewable distributed electric generation, the U.S. 
Department of Energy launched the Renewable Systems Interconnection (RSI) study during 
the spring of 2007. This study addresses the technical and analytical challenges that must be 
addressed to enable high penetration levels of distributed renewable energy technologies. 
Because integration-related issues at the distribution system are likely to emerge first for PV 
technology, the RSI study focuses on this area. A key goal of the RSI study is to identify the 
research and development needed to build the foundation for a high-penetration renewable 
energy future while enhancing the operation of the electricity grid.  
The RSI study consists of 15 reports that address a variety of issues related to distributed 
systems technology development; advanced distribution systems integration; system-level 
tests and demonstrations; technical and market analysis; resource assessment; and codes, 
standards, and regulatory implementation. The RSI reports are: 
• Renewable Systems Interconnection: Executive Summary 
• Distributed Photovoltaic Systems Design and Technology Requirements 
• Advanced Grid Planning and Operation 
• Utility Models, Analysis, and Simulation Tools 
• Cyber Security Analysis 
• Power System Planning: Emerging Practices Suitable for Evaluating the Impact of 
High-Penetration Photovoltaics 
• Distribution System Voltage Performance Analysis for High-Penetration 
Photovoltaics 
• Enhanced Reliability of Photovoltaic Systems with Energy Storage and Controls 
• Transmission System Performance Analysis for High-Penetration Photovoltaics 
• Solar Resource Assessment 
• Test and Demonstration Program Definition 
• Photovoltaics Value Analysis 
• Photovoltaics Business Models 
iii 
• Production Cost Modeling for High Levels of Photovoltaic Penetration 
• Rooftop Photovoltaics Market Penetration Scenarios. 
 
Addressing grid-integration issues is a necessary prerequisite for the long-term viability of the 
distributed renewable energy industry, in general, and the distributed PV industry, in particular. 
The RSI study is one step on this path. The Department of Energy is also working with 
stakeholders to develop a research and development plan aimed at making this vision a reality. 
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Executive Summary  
This report is part of a set of studies launched by the U.S. Department of Energy (DOE) 
and the National Renewable Energy Laboratory (NREL) to define a research agenda that 
will advance and enable a high penetration of renewable energy into the existing 
electricity grid. It specifically examines the value of photovoltaic (PV) systems to 
participating customers, utilities/ratepayers, and society. The study reviews existing 
published reports on the value of PV, summarizes the methodologies and quantification 
of PV values, and identifies research and development (R&D) that needs to be completed 
to fill in knowledge gaps. 
 
PV Values 
We identified 19 key values of distributed PV. These values are described in Table E-1. 
 
Table E-1. PV Values 
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Quantification of PV Values 
PV values were quantified and allocated to several categories of stakeholders: customer 
participant, utilities/ratepayers, and society. Customer participants take the perspective of 
PV system owners and end-users. Utilities/ratepayers represent all electric utility 
customers in the region. Finally, society represents the general population.  
 
We analyzed existing methodologies to quantify the PV values. A range for each value 
was calculated, because PV values have multiple drivers. Table E-2 summarizes the PV 
value ranges. On average, the values with the highest net benefits are central power 
generation cost savings, central power capacity costs, transmission and design (T&D) 
costs, greenhouse gas (GHG) emissions, criteria pollutant emissions, and implicit value 
of PV. The value with the highest net cost is PV equipment & installation. 
 
Table E-2. PV Values Ranges 
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Drivers of PV Value 
The two main drivers for the highest magnitude values are location of the PV system and 
output profile or timing of the power output of the system. As illustrated in Figure E-1., a 
PV system will have higher benefits when it is located in a highly congested distribution 
system, where there is high insolation to increase production of the PV system, and where 
gas prices are high.  PV systems will also have higher net benefits when a large share of 
their production is during peak demand periods, when the systems can displace expensive 
peaking plants, which have lower efficiency and utilization, and use more expensive fuel. 
 
Figure E-1. Key Drivers of PV Values 
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Central Power Generation Cost. Natural gas-fueled power plants are used as the 
marginal generation resource in many regions of the United States. As a result, natural 
gas prices in the region and the marginal resource heat rate (i.e., the amount of gas 
consumed to generate a kilowatt-hour [kWh]) are two key drivers of this value. Given 
these drivers, a PV system in a region with high gas prices that generates most of its 
power during peak-time and displaces electricity from a peaking power plant with a high 
heat rate will have a higher benefit than a PV system in a region with low gas prices that 
produces most of its power off-peak, displacing electricity from a baseload power plant 
with a low heat rate. A strategy to improve the benefit from this value is to increase 
production from the PV system by optimizing orientation (i.e., latitude and tilt) and using 
tracking systems. 
 
Central Power Capacity Cost. The key driver for this value is the coincidence of peak 
demand with system output. Another key driver is the type of generation asset displaced. 
Peaking plants typically have lower capital costs than baseload plants. However, a 
peaking plant that runs a limited number of hours per year will have a higher capital cost 
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per kilowatt-hour than a baseload plant. Given these drivers, a system that produces a 
high share of its output during on-peak hours and displaces a peaking plant will have a 
higher benefit. Various strategies to increase production during peak demand periods and 
increase the benefit from this value include: integrating energy storage to the PV system, 
and integrating load management applications with the PV system controls. 
 
T&D Cost. While this value has significant potential, it has been difficult to capture. This 
value depends on the location of the PV system as well as the output during the T&D 
system’s peak period. Locations with congested transmission and/or distribution systems 
typically require expensive upgrades that could be deferred where PV systems are 
installed to reduce congestion. Although this value includes both transmission and 
distribution, there are cases that are specific to one or the other. For example, PV can be 
installed in an area that reduces the transmission peak, but is in a distribution area with 
excess capacity, providing limited value to the distribution system. However, some of the 
most congested areas have network distribution systems in which interconnection 
standards currently prohibit or severely limit interconnections. And in non-network 
distribution systems, the deferral depends on the production of the PV system during the 
peak of the specific distribution area, which varies across the distribution system and can 
be a different peak period than the regional generation peak.  
 
Many distribution planners will also want “physical assurance” (i.e., guarantees that the 
load the PV is serving is permanently displaced). Another barrier for this value is the 
potential for circuit overload following an outage or a recloser operation. Current 
interconnection standards (e.g., IEEE 1547) prohibit PV systems from riding through 
outages, leaving the T&D system to support the loads that would otherwise be served by 
the PV systems. For a local utility to defer T&D upgrades and capture the benefits of this 
value, it will need to assure that the PV system will effectively eliminate a certain load 
during its peak congestion period and that it will not suffer a load surge after outages. PV 
inverter-based load management systems would allow PV systems to capture the T&D 
cost benefits. Other strategies to increase the benefits captured from this value are to 
improve the ability to install PV systems in congested areas with limited roof space, and 
to firm PV output with storage and/or demand response.  
 
Greenhouse Gas. This value is driven by two key factors: the amount of emissions 
displaced by the PV system and the value of the displaced emissions. PV systems have no 
point source emissions at the demand site, and therefore displace all the emissions 
otherwise associated with siting the marginal central generation resource. In most cases, 
the marginal resource will be a gas-fueled central generation plant. The higher the heat 
rate, the higher the displaced emissions. Coincidence of peak demand with PV system 
output also plays a role in this value as peaking plants tend to have a higher heat rate than 
baseload plants, producing higher emissions. There are several ways to value 
displacedGHG emissions:  placing a price on carbon through a carbon tax, employing a 
cap-and-trade program, or creating renewable portfolio standard/renewable energy credit 
markets. The variety of valuation mechanisms has created a wide range of economic 
benefits for this value. Moreover, the climate and energy context is evolving quickly and 
producing an upward trend in the future economic value of the emissions reduction. A 
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strategy to increase the benefits from this value is to support the development and 
adoption of a uniform valuation standard across the country. A secondary strategy is to 
increase the amount of displaced emissions by aligning the PV system production with 
peak demand periods, when dirtier peaking generation plants are the marginal resource. 
 
Criteria Pollutant Emissions. Two methods of determining the value of offsetting 
criteria pollutant emissions are the avoided penalty/cost and the health benefits. These 
methods involve assessing the public health impact, regional air quality district emissions 
permit trading systems, regional renewable energy credit trading systems, penalties of 
failing to meet emission standards, and projecting the cost of achieving target emissions 
reductions. The strategies for increasing this benefit are similar to the GHG emission 
strategies; however, there are already regulations in place for many states.  
 
Implicit Value of PV. This value is driven by customers’ willingness to pay a premium 
price for electricity from a PV system. For some commercial customers, this value could 
come from demonstrating to their key stakeholders (customers, investors, employees, 
regulators) that the organization is environmentally friendly. For some residential 
customers, this value could come from a desire to reduce their environmental impact, create 
an image of being environmentally friendly, and/or create an image of being an early 
adopter of emerging technologies. The magnitude of this value across market segments is 
still unclear. Furthermore, this value may change over time as PV penetrates the market. 
The implicit value may decline as PV becomes more common. Or conversely, PV may 
become a “must-have” product for some sectors of the economy. Understanding what 
creates this value and how it will change over time will be critical to the success of PV. 
 
Equipment and Installation Cost. This value is driven by three key factors: system size, 
location, and projected long-term costs (i.e., financing). Financing is an important aspect 
of cost − it varies depending on size and length of payments, interest rates, etc. A typical 
levelized cost for a residential retrofit system is 29.26 cents/kWh, while the cost for a 
typical commercial retrofit system is 26.49 cents/kWh. Large systems have a lower cost 
per output unit than smaller systems as some PV system costs (e.g., design, engineering, 
transportation, installation, permitting, and incentive request) are mostly fixed. The 
location is also a factor as labor rates in some regions are more expensive than others, 
driving up the labor-intensive costs (e.g., design, engineering, and installation).  
 
As the industry continues to grow and mature, economies of scale and learning curves 
across the supply chain are expected to reduce overall system costs. However, it is still 
unclear exactly how much costs will come down, and projections have significant 
variance. A strategy to reduce the cost from this value is to continue to promote 
incentives and remove regulatory and market barriers that will help the industry grow and 
achieve the economies of scale. Another strategy is to help capture and disseminate 
operational best practices from Europe (Germany) and Asia (Japan) across the supply 
chain that will accelerate. 
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PV Value Case Studies and Scenarios 
We developed a variety of case studies that allowed for a consistent comparison of PV 
values for specific PV systems. Case studies in Texas, California, Minnesota, Wisconsin, 
Maryland, New York, Massachusetts, and Washington were reviewed. Seven of these 
case studies were residential systems and five were commercial systems. The case that 
had the most information was the Austin Energy study. Below are the results of the study 
for a 5-kilowatt (kW) residential system.1 As Table E-3 illustrates, customer participants 
have a positive net present value (NPV) while utilities/ratepayers and society have a 
negative NPV in this example. It is important to note that in this case study, the central 
power capacity cost is low, compared to other studies. This is because  the displaced 
marginal resource was a baseload gas turbine plant, while other studies consider peaking 
plants with limited hours of annual operation as the displaced marginal resource. Another 
value that is low compared to other studies is the T&D cost savings because load growth 
is mostly occurring in suburban areas with a relatively low T&D upgrade budget. Values 
that are taken from the case (either directly or indirectly) are highlighted in color. 
 
Table E-3. PV Values for a 5-kW Residential System in Austin Energy Territory 
  
Note: Values with negligible amounts excluded. Future values discounted at 8.25%. Source: NCI analysis;  
The Value of Distributed Photovoltaics to Austin Energy and the City of Austin, Clean Power Research  
 
Although there was incomplete information in each of the cases, we were able to use our 
model to provide reasonably accurate values for the missing information. In addition to 
the case studies, we created six scenarios that demonstrate the model capability. The 
scenarios are a PV system with storage, a PV system with demand response, a low 
                                                 
1 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC (March 17, 2006) 
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installation and equipment cost scenario, a low installation and equipment cost scenario 
with no incentives, a $30/ton GHG scenario and a $50/ton GHG scenario. 
 
PV Value R&D Recommendations 
It is recommended that NREL and DOE enhance their efforts to fund R&D that will 
increase the magnitude and clarity of value from grid connected PV systems. More 
specifically: 
 
Over the short term 
 
• Promote a standard framework and develop tools easily available to industry to 
assess the value of PV systems. 
• Take a leadership role in the development of a standard approach to value GHG 
and criteria pollutant emissions. 
• Quantify the costs and benefits associated with integrating current and emerging 
energy storage systems and demand response applications with PV systems. 
Over the midterm 
 
• Collaborate with utilities in the development and deployment of new technologies 
and operating practices to increase the value captured by utilities and ratepayers 
from PV systems. 
Over the long term 
 
• Take a leadership role in establishing frameworks for long-term policies, 
regulations, and incentives that will reduce the risks and uncertainty currently 
limiting investment in PV markets. 
 
To develop a standard framework and tools to quantify the value of PV systems, DOE 
should look at existing programs assessing the value of PV, such as the ones sponsored 
by the Massachusetts Technology Collaborative (MTC), Sacramento Municipal Utility 
District (SMUD), and Austin Energy, and identify the next R&D steps for those 
programs. For example, the MTC is undertaking a pilot program to place a large amount 
of PV within a congested area of the grid to test the actual values of PV. DOE might 
consider offering to review the results and leverage some dollars to support the analysis 
of results and take next steps in funding follow-on R&D. DOE can also support 
additional analyses of PV values within utility distribution networks, which the California 
Energy Commission is currently funding.  In these cases, there were areas of contention, 
such as GHG emissions, the implicit value of PV, health benefits of emissions, T&D 
capacity values, and storage and demand response that could benefit from additional 
analysis. Some studies had a conservative view of benefits while others had high 
expectations for the future. 
  
In addition, DOE should collaborate with utilities in the development and deployment of 
new technologies and operating practices to increase the value captured by utilities and 
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ratepayers from PV systems. These research efforts would help improve the value of grid 
connected PV systems, reach economic parity with traditional central generation options, 
and increase their market penetration.  Table E-4 provides the most critical R&D 
recommendations.  
 
Table E-4. Selected PV Value R&D Recommendations  
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1.0 Introduction 
1.1 Background and Context 
Due to accelerated cost reductions and associated growth in production, renewable energy 
technologies such as solar photovoltaics (PV) and wind are expected to grow rapidly in the 
United States during the next couple of decades. As these technologies mature they have 
the potential to provide a significant share of our nation’s electricity demand.  
 
However, as their market share grows, concern about potential impacts on the stability 
and operation of the electricity grid may create barriers to their future expansion. To 
overcome these potential barriers, the U.S. Department of Energy (DOE) launched the 
Renewable System Integration (RSI) Study. This study will address both the technical and 
analytical challenges that need to be tackled to enable high penetration levels of solar, 
wind, and other renewable energy technologies. Of particular interest are approaches that 
include comprehensive analyses that were used for decision making, rather than an 
academic study, because the ultimate goal is for stakeholder groups to make decisions on 
solar investment based on their understanding of the value to them. 
 
By combining renewable technologies with storage, controls, and other appropriate 
technologies, the RSI Study will build the foundation for realizing a high penetration 
renewable energy future while enhancing the operation of the electricity grid. In addition, 
by directly engaging utilities and other stakeholders in this process, this study will build 
the confidence of regulators and utilities with respect to maximizing the use of renewable 
energy technologies.  
 
Integrating renewable energy into the grid consists of two distinct elements, centralized 
renewable generation and distributed renewable generation. This study focuses on the 
distributed generation element that starts with solar photovoltaic (PV) technology that 
interconnects at the distribution level (less than15 kV) to facilitate the widespread market 
penetration of renewable energy technologies, including storage systems, advanced 
power electronics, and controls into the U.S. electricity grid. The RSI study included 14 
reports. This document represents one of the RSI reports, focused on quantifying the 
value of grid-connected PV. 
 
1.2 Study Objectives and Scope 
The purpose of the Value Analysis is to integrate the results of previous research on the 
value of distributed PV and define needs for additional R&D. The report covers the 
following information: 
 
• The various potential values of distributed PV, including the cost and benefits to 
participating customers, utilities/ratepayers, and society 
• The best methodologies used for estimating key PV values 
• A base case quantification and range for each key PV value 
 1
• The gaps in existing knowledge and corresponding R&D recommendations 
• Case studies demonstrating value of distributed PV. 
 
In addition to this report, a simple Microsoft® Excel-based tool has been developed to 
conduct sensitivity analyses around each key value. 
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2.0 Project Approach  
The project was divided into eight major tasks: 
 
• Task 1: Analyze existing research PV values 
• Task 2: Carry out case studies for PV values 
• Task 3: Define PV values 
• Task 4: Quantify ranges for PV values 
• Task 5: Identify key value drivers 
• Task 6: Identify gaps to increase value from PV  
• Task 7: Define R&D recommendations 
• Task 8: Develop a simple Excel tool. 
 
In Task 1, a comprehensive examination of the previous research related to the value of 
PV was performed. We included research reports from a wide range of sources, including 
internal NCI databases, NREL’s PV Value Clearinghouse database, and other databases 
available on the internet. While some reports took a comprehensive and holistic approach 
and quantified a broad set of values, other reports focused on a single value and provided 
greater research depth for that single value. Section 8.0, References, lists the research 
reports that were reviewed for this report. 
 
In Task 2, we identified existing case studies that quantified the value of a specific PV 
system installation. In addition to the sources listed above, we also looked for case 
studies with leading utilities, equipment manufacturers, and project developers. 
Unfortunately, most of the case studies quantified the PV values for a single stakeholder. 
In most cases, the stakeholder was either the participant customer installing a PV system 
on a roof or a utility  that had a customer installing a PV system. We selected case studies 
with the most complete set of information and used our model to fill in missing values. 
 
In Task 3, we integrated the previous research on the value of PV and defined a list of 19 
PV values. This list provides a mutually exclusive and collectively exhaustive framework 
to assess the benefits and costs associated with grid connected PV systems. The 
preliminary list of values was presented to the RSI team during the July 26, 2007, interim 
presentation meeting. Input was received and incorporated into the final list of PV values. 
 
In Task 4, we integrated existing research that quantified the PV values. Different 
methodologies used to quantify each of the values were documented. The range of 
magnitudes assigned to each value by the different research reports was also documented. 
The value ranges were assigned to key stakeholder groups (participant customer, 
utility/ratepayers, and society) either as a positive financial impact (benefit) or a negative 
financial impact (cost). The PV values with net positive financial impact across key 
stakeholders were classified as benefits, the PV values with net negative financial impact 
were classified as costs, and the PV values with net zero financial impact were classified 
as transfers.  
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In Task 5, we summarized the key value drivers of PV. This task was performed by 
analyzing values with the highest magnitude and defining the variables that impacted 
each of those values. The similarities among the variables of the high magnitude values 
provided the bases for the key drivers. 
 
In Task 6, we identified gaps to improve the value from PV systems. This task focused on 
finding opportunities to increase the benefits or reduce the costs of the highest magnitude 
PV values. Several strategies were identified for each of the highest magnitude PV 
values. 
 
In Task 7, we defined opportunities for DOE and NREL to sponsor additional R&D 
efforts to improve the quantification of PV values and/or improve the value captured 
from PV systems. With a few exceptions, most of the high magnitude PV values had well 
established methodologies to quantify the financial impacts, while some of the PV values 
with lower magnitude PV values do not have generally accepted methods. As a result, 
recommendations for improving the quantification centered on lower magnitude values. 
However, almost all values provided an opportunity to increase the benefits and reduce 
costs through additional R&D. A preliminary list of R&D opportunities by PV value was 
identified.  
 
In Task 8, we developed a simple Excel tool to estimate the value of PV under different 
scenarios. The tool is based on the resulting quantification of values from existing 
research reports that was documented in Task 4. The user inputs the utility that provides 
service to the customer installing the PV system, the type of customer, and a high-
medium-low scenario for several of the PV values. The tool then creates an output table 
that quantifies the benefits and costs associated with each PV value to each of the key 
stakeholder groups (i.e., participant customer, utility/ratepayers, and society).  
A base case study was performed for both a representative residential and commercial 
Texas PV system. The purpose is to demonstrate the value of employing a comprehensive 
approach for assessing the value of distributed PV. The study also helps to understand 
and quantify the value that has led stakeholders to carry out projects with a negative 
NPV. 
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3.0 Current Research on Value of PV 
3.1 Description of PV Values 
We began with a comprehensive list of quantitative and qualitative PV benefits and costs. 
After further discussion and collaboration with key stakeholder groups and industry 
experts, the list was narrowed for the purpose of this report to 19 mutually exclusive and 
collectively exhaustive values of distributed PV (Table 1). 
Table 1. Key Values of Distributed PV 
PV can provide electricity to the PV owner during outages because it is not dependent on the 
grid. The electricity during an outage is limited to sunlight availability. Storage systems 
could help offset the intermittency issue and increase the reliability value to the owner.
Customer Reliability
Since there is no fuel expense, the costs of electricity from PV will not increase over the life of 
the system due to fuel costs and the consumer effectively locks in an electricity price.
Customer Electricity Price 
Protection
The elasticity of demand for electricity supply increases with more PV. Increased demand 
for PV may decrease the price of electricity from PV, spur market development, thereby 
further reducing the cost of PV.  A decrease in the cost may then increase the demand for 
this lower cost good. 
Market Price 
Impacts/Elasticity
Current electricity generation is heavily dependant on natural gas and coal. Recent 
environmental constraints suggest that utilities will become more dependent on natural gas. 
PV lessens the exposure of the utility to volatile fuel prices and provides stable and 
predictable electricity prices.
Hedge Value
Significant deployment of PV systems coupled with storage could provide disaster recovery 
benefits.System Resiliency
Utilities can use inverters in PV systems to provide reactive power back to the grid. This 
increases power quality and could avoid the installation of capacitors.Ancillary Services
PV systems eliminate greenhouse gases (CO2) associated with non‐renewable generation 
resources. Renewable Portfolio Standards (RPS) and Renewable Energy Certificates (REC’s) 
are common mechanisms to value emission reductions from renewable sources of energy 
such as PV.
Greenhouse Gas 
Emissions
PV systems eliminate criteria pollutant emissions (e.g., NOx, SOx) associated with non‐
renewable generation resources. Health benefits associated with reduced emissions are 
included in this value.
Criteria Pollutant 
Emissions
PV systems produce electricity, reducing the amount of electricity that needs to be generated 
at other plants, which in turn decreases fuel and other O&M costs.
Central Power Generation 
Cost
The intrinsic societal value of PV to customers (e.g., environmental friendliness, feeling 
good, early adopter) and utilities (e.g., public relations, regulator compliance). Implicit Value of PV
Avoided electric system losses are an indirect benefit because they increase the value of other 
benefits including energy production, generation capacity, environmental and T&D capacity.System Losses
PV avoids and/or defers transmission and distribution capacity investments by reducing 
demand‐side consumption. Transmission and distribution capacity value is the economic 
value of the avoided and/or deferred incremental resource reflecting PV’s peak load 
reduction. NIMBY opposition and higher construction costs are driving capacity costs up. 
This value is also applicable to situations involving significant congestion issues.
T&D Cost
PV indirectly avoids and/or defers central power plant capacity investments by reducing 
demand‐side consumption. Generation capacity value is the economic value of the avoided 
and/or deferred incremental resource (typically natural gas turbine) reflecting PV’s peak 
load reduction. NIMBY opposition and higher construction costs are driving capacity costs 
up. PV also avoids the cost of running more expensive plants during peak loads. 
Central Power Capacity 
Cost
DescriptionPV Value
  
 
3.2 Drivers of PV Value 
The two main drivers for the highest magnitude values are location of the PV system and 
timing of the power output of the system. As illustrated in Figure 1, a PV system will 
have higher benefits when it is located in a highly congested distribution system, where 
there is high insolation to increase production of the PV system, and where gas prices are 
high. PV systems will also have higher benefits when a large share of their production is 
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during peak demand periods, and when PV systems displace expensive peaking plants 
that have lower efficiency and utilization, and use more expensive fuel. 
 
Figure 1. Key Drivers of PV Value 
 
 
 
 
 
 
 
 
 
 
 
 
Output Profile (time of day/season)
Location
Congested T&D system
Areas with high gas prices
High insolation
On‐Peak production
Inefficient generators 
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Un‐Congested T&D system
Areas with low gas prices
Low insolation
Lower Net Benefits 
of PV Systems
Higher Net Benefits 
of PV Systems
Off‐Peak production
Efficient generators 
using low cost fuel
 
 
 
3.3 Quantification of PV Values 
PV values were quantified and allocated to several categories of stakeholders: customer 
participant, utilities/ratepayers and society. Customer participants take the perspective of 
PV system owners and end-users. Utilities/ratepayers represent all electric utility 
customers in the region. Finally, society represents the general population.  
 
We defined a range for each value, because PV values have multiple drivers that can 
cause values to vary across the United States. The high end of the range corresponds to 
the high values found in the literature search. Our perception is that this value 
corresponds to the 90th percentile because there will be isolated situations where true 
values may be even higher. In a similar fashion, the low end of the range corresponds to 
the low end of values found in the literature search, representing a value in the 10th 
percentile because of the isolated situations where values may be even lower. A summary 
of each value and range along with the driving factors for each value is presented below.  
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Table 2. PV Value Ranges 
 
 
The remainder of this section discusses the drivers for each PV value in more detail and 
the methodology and assumptions used to calculate each value.  
 
3.3.1 Central Power Generation Cost 
Methodology 1: External Market Pricing 
Marginal Cost of Electricity Generation (cents/kWh) = Natural Gas Cost for Power Plants 
($/MBtu) × 100 × Heat Rate for Natural Gas Power Plants (Btu/kWh) / 1,000,000 + 
O&M Costs (cents/kWh). 2  
 
The methodology for this value uses the avoided cost of natural gas (NG) and in some 
cases variable O&M costs to determine avoided generation costs. NG costs can be 
derived by multiplying NG futures contract prices on the New York Mercantile Exchange 
(NYMEX) by an assumed heat rate. The NYMEX range ($4.570 to $8.752/MBtu) is used 
extensively for NG prices3,4,5.  
 
                                                 
2 Futures price data can be obtained at http://www.nymex.com/markets/newquotes.cfm and other natural 
gas information can be obtained at http://tonto.eia.doe.gov/oog/info/ngw/ngupdate.asp. 
3 Americans for Solar Power (ASPv), Build-Up of PV Value in California (April 13, 2005)  
4 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
5 Itron, Inc. CPUC Self-Generation Incentive Program Preliminary Cost-Effectiveness Evaluation Report, 
(September 14, 2006)  
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The Vote Solar White Paper6, a study consisting of various service regions in California, 
uses a different approach. At the high end of the range the price of NG during the 
California energy crisis ($8.05/MBtu) is used, while at the low end the average NYMEX 
price ($6.49/kWh) is used. In most studies, heat rates in the range of 7,100 Btu/kWh to 
11,100 Btu/kWh are used. In the Navigant MTC report, it was found the average heat rate 
is $7,000 Btu/kWh.7 The Vote Solar White Paper uses a range of heat rates that vary 
depending on the age of the power plant fleet and the time of use. Non-peak power plants 
vary from 8,740 Btu/kWh to 9,690 Btu/kWh while a nominal rate of 9,390 Btu/kWh is 
used for peak power plants.  
 
The Duke, et al. study8 estimates O&M costs at less than a cent/kWh while the Vote 
Solar white paper estimates O&M costs to be 1.1 cents/kWh. The ASPv report values 
avoided variable O&M costs from 0.01 cent/kWh to 0.14 cent/kWh. The Vote Solar 
White Paper values avoided natural gas costs from 5.6 cents/kWh (PG&E) to 6.3 
cents/kWh (SDG&E & SCE) for non-peak generation under the electric utility scenario 
(9.5% cost of capital with 20-year recovery period). Non-peak, generation-avoided 
natural gas values range from 7.6 cents/kWh to 8.5 cents/kWh under the merchant power 
plant developer scenario (15% cost of capital with 10-year recovery period). The on-peak 
generation values are 6.6 cents/kWh under the electric utility scenario and 8.0 cents/kWh 
under the merchant power plant scenario. (These values did not vary depending on the 
service region.) The range for the Rocky Mountain Institute4 study, which also analyzes 
the California region, is 6.5 cents/kWh to 8.0 cents/kWh. The ASPv report values the 
avoided cost of natural gas from 3.2 cents/kWh to 9.7 cents/kWh. 
 
Some reports simply use a utility’s internal marginal cost to forecast its avoided central 
power plant generating cost. The marginal cost is usually adjusted to reflect current 
natural gas prices (using NYMEX). The Austin Energy Report9 and the SMUD Report10 
use this approach. The Austin Energy Report yielded a range of 7.0 cents/kWh to7.2 
cents/kWh. 
 
                                                 
6 Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   
7 Navigant Consulting Inc., Distributed Generation and Distribution Planning: An Economic Analysis for 
the Massachusetts DG Collaborative (February 12, 2006) 
8 Duke, Richard, Robert Williams and Adam Payne, Accelerating Residential PV Expansion: Demand 
Analysis for Competitive Electricity Markets (2004),  
9 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
10 Hoff, T.E, Final Results Report with a Determination of Stacked Benefits of Both Utility-Owned and 
Customer-Owned PV Systems, Clean Power Research, L.L.C (2002)  
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Table 3. Range and Drivers: Central Power Generation Cost 
3.2Low End of Range (10% percentile)
9.7High End of Range (90% percentile)
•NG Price variance: The high end of the range of NG 
futures contract prices on the NYMEX ($8.75/MMBtu), 
the California energy crisis average of $8.05/MMBtu1. 
Prices also vary by region ‐ MA had a price of 
$9.10/MMBtu in 20052. The low end of natural gas futures 
contract prices on the NYMEX ($4.57/MMBtu) is 
generally used as the low end of the range.
•Heat Rate variance: Different areas have different heat 
rates depending on the age of the fleet – 9,720 Btu/kWh 
vs. 8,740 Btu/kWh in the California area compared to a 
newer fleet in MA that has an average heat rate of 7,000 
Btu/kWh 1,2. 
•Capital Cost Recovery Factor variance: high end is 
merchant power plant (15% capital cost over a 10 yr. 
period) and low end is electric utility (9.5% capital cost 
over 20 yr. period)1.
DriversNet (₡/kWh)Range of Value
1. Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)  http://www.votesolar.org/tools_QuantifyingSolar%27sBenefits.pdf
2. Navigant Consulting Inc., Distributed Generation and Distribution Planning: An Economic Analysis for the Massachusetts DG Collaborative (February 12, 
2006)
3. Hoff, T.E., Perez, R., Br the City of Austin, Clean Power Research 
LLC, (March 17, 2006)
aun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin Energy and 
 http://www.austinenergy.com/About%20Us/Newsroom/Reports/PV‐ValueReport.pdf  
 
3.3.2 Central Power Capacity Cost 
Methodology 1: Economic and Technical Analysis 
Central Power Plant Capacity (cents/kWh) = Capital Cost ($/kW) × 100 × ELCC Factor 
× Levelization Factor 
 
Levelization Factor = Discount Factor x Annual Energy 
 
The levelization factor is used to convert cents/kW to cents/kWh and is critical in the 
analysis. The discount rate and hours of energy generation must be estimated. The 
economic analysis involves determining a capacity value, which is assumed to be either a 
gas peaking turbine or a combined-cycle gas turbine in most studies. The capital costs 
vary from $419/kW to $619/kW11. Values for other reports fell into this range. The 
effective capacity of PV is the effective contribution it provides to the available 
generation capacity of the utility. The Effective Load Carrying Capacity (ELCC) factor  
is widely used to determine how much of the PV capacity can contribute to alleviate 
utility peak loads. This factor is dependant on the region and orientation of the 
photovoltaic cells. The Vote Solar White Paper12 uses an ELCC factor of 50% for the 
region of California while the ASPv Report13 uses 65%. The Austin Energy Report uses 
an ELCC range of 47% to 62% depending on the orientation of the PV cells14. A study 
conducted by NREL shows 20 utility service areas have matches to load shapes ranging 
from 36-70%. The range for the Vote Solar White Paper13 was 6.2 cents/kWh to 10.8 
cents/kWh. 
 
                                                 
11 Americans for Solar Power (ASPv), Build-Up of PV Value in California (April 13, 2005)  
12 Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   
13 Americans for Solar Power (ASPv), Build-Up of PV Value in California (April 13, 2005)  
14 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
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Methodology 2: Life Adjustment Factor 
Central Power Plant Capacity (cents/kWh) = Capital Cost ($/kW) × 100 × ELCC Factor 
× Levelization Factor × Life Adjustment Factor  
 
Life Adjustment Factor = [GT Life (yrs) – PV Life (yrs)]/[GT Life (yrs)] × 
(1/(1+Discount Rate)^25) 
 
This method includes a life adjustment factor. It accounts for the fact that on average the 
life of a gas turbine is 40 years and the life of a PV system is 30 years. In the Austin 
Energy Report a 7% discount factor is used, and a 25% salvage value is used for the GT, 
resulting in a 3.3% longer life for the GT14. The range for the Austin Energy Report15 is 
1.1 cents/kWh to 1.8 cents/kWh. 
 
Table 4. Range and Drivers: Central Power Capacity Cost 
1.1Low End of Range (10% percentile)
• ELCC Factor:High end occurs when peak load coincides 
with high solar availability. NREL conducted an analysis 
for 20 utilities and found 70% at the high end1 – ASPv used 
65%2 while Ed Smellof was close to the low end at 50%.
• Orientation of PV: The AE Report looked at how different 
orientations affected the ELCC and found a range of 47% 
(west at 45 deg) to 62% (1 axis at 30 deg)3.
• Capital Cost of NG Turbine: Varies depending on region, 
in California it was assumed to be $515/kW while in 
Austin it was assumed to be $475.
• Life Adjustment Factor: Most studies did not account for 
this except for the Austin Energy Report. This increased 
the value of the gas turbine by 1.033.
10.8High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
1. Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)  http://www.votesolar.org/tools_QuantifyingSolar%27sBenefits.pdf
2. Americans for Solar Power (ASPv), Build‐Up of PV Value in California (April 13, 2005)
http://www.mtpc.org/renewableenergy/public_policy/DG/resources/2005‐04‐CA‐PV‐Value‐Links‐R04‐03‐017.pdf
3. Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin Energy and the City of Austin, Clean Power Research LLC, 
(March 17, 2006)   http://www.austinenergy.com/About%20Us/Newsroom/Reports/PV‐ValueReport.pdf
 
3.3.3 T&D Costs 
Methodology 1: T&D Growth Method 
Deferred T&D Capital Cost Value (cents/kWh) = [(Cost of T&D Investment Plan ($) × 
100 × Value of Money (%) × ELCC Factor)/Load Growth] × Levelization Factor 
 
Although this value includes both transmission and distribution, there are cases that are 
specific to one or the other. For example, PV can be installed in an area that reduces the 
transmission peak but is in a distribution area with excess capacity, thus providing limited 
value. The cost of the T&D investment plan comprises a number of different values such 
as feeder upgrade deferral, transformer lifetime increase, reduced load-tap 
changer/voltage regular use, etc.  
 
                                                 
15 Ibid  
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Deferred T&D costs depend heavily on the ELCC factor and growth in the region. The 
ELCC method is used extensively in studies. In the Austin Energy Report16 the ELCC 
factor varied between 46% and 63% depending on the orientation, while the Rocky 
Mountain Institute Report17 and the Vote Solar White Paper18 used nominal rates of 65% 
and 50% respectively. Annual growth ranges from 0.5 megawatts per year (MW/yr) to 
12.3 MW/yr for the Austin Energy Report, while the Vote Solar White Paper assumes a 
constant growth rate independent of the region of 5%.  
 
Ideal resource values range from $39/kW to $445/kW for the Austin Energy Report 
based on region. The Rocky Mountain Institute Report also breaks up the costs by 
climate zone and region, from $39/kW to $88/kW for the Vote Solar White Paper and 
from $9/kW to $88/kW for the Rocky Mountain Institute Report. The Austin Energy 
Report yields a levelized cost range of 0.1 cents/kWh to 0.2 cents/kWh. The Rocky 
Mountain Institute White Paper report yields a levelized cost range of 4.5 cents/kWh to 
10 cents/kWh. The high value generally applies to situations where there are high T&D 
costs with good load match. 
 
Table 5. Range and Drivers: T&D Costs 
0.1Low End of Range (10% percentile)
• Location: Urban areas, such as downtown Austin 
($445/kW)1, have more expensive T&D upgrade 
costs, whereas areas such as rural California have 
cheaper T&D upgrade costs ($9/kW)2.
• Temperature: Regions where temperature spikes 
dramatically, T&D avoided costs are high, 
whereas in coastal regions with moderate 
temperatures, T&D costs are lower (i.e. East Bay ‐
$9.25/kW) 2..
• Growth: Projected load growth varies. In 
downtown Austin growth is small (0.4 MW/yr) 
while in the Southwest it’s 12.3 MW/yr.1
• Location & Growth: Areas where there is high 
growth and high costs of T&D upgrades are at the 
high end, whereas areas where they don’t coincide 
(such as Austin) are on the low end.
10High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
1. Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin Energy and the City of Austin, Clean Power Research LLC, 
(March 17, 2006) http://www.austinenergy.com/About%20Us/Newsroom/Reports/PV‐ValueReport.pdf
2. Energy and Environmental Economics, Inc. (E3) and Rocky Mountain Institute, Methodology and Forecast of Long Term Avoided Costs for the Evaluation of 
California Energy Efficiency Programs (October 25, 2004) http://www.ethree.com/cpuc/E3_Avoided_Costs_Final.pdf
 3. Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)  http://www.votesolar.org/tools_QuantifyingSolar%27sBenefits.pdf
 
3.3.4 System Losses 
Methodology 1: Loss Factors 
Avoided Costs with Line Losses (cents/kWh) = (Avoided Generation Capacity Costs + 
Avoided Energy Production Costs + Avoided T&D Costs + Avoided Environmental 
Costs) × (Loss Factor -1) 
 
                                                 
16 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
17 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
18 Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   
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PV reduces system losses by producing power at the point of consumption – it is an 
indirect benefit because it magnifies the value of other benefits. Methodology 1 uses an 
approach by performing the calculations twice – with and without loss impacts. Taking 
the difference between the two provides an explicit value for this benefit.  
 
Studies such as the Vote Solar White Paper19 estimate loss factors for each benefit. The 
Austin Energy Report20 describes three different methods of calculating the loss factor: 
calculating the system average (Total Electricity Loss/Total Electricity Produced), the 
incremental change in losses that occur during peak loads and the incremental changes in 
losses that occur over all hours in the time period. The latter is the method used by the 
SMUD Report21. The Navigant MTC Report found that electrical system losses in the T&D 
system alone are 2% to 6%22. In some studies all of the categories are grouped together 
under one factor. In the Austin Energy Report the various categories were split up. The 
report found that the greatest loss savings were in energy production followed by 
generation capacity, environmental, and T&D. In the Austin Energy Report the loss savings 
benefit ranged from 0.6 cents/kWh to 0.7 cents/kWh. The Vote Solar White Paper has a 
range of 0.7 cents/kWh to 2.6 cents/kWh while the ASPv report has a range of 0.52 
cents/kWh to 1.36 cents/kWh. The Duke et al. Report has a loss value of 4.3 cents/kWh. 
 
Methodology 2: Credit 
This is an implicit method that credits the PV system to account for the reduction in 
losses. Each value calculation is performed using the higher kW or kWh figures. None of 
the studies investigated use this method because it does not provide an explicit number. 
 
Table 6. Range and Drivers: System Losses 
0.5Low End of Range (10% percentile)
System Location: The loss factor is dependant on the 
location. The further away from the power plant, the 
higher the loses. Some utility systems have higher average 
loses than others (i.e.  SDG&E 8% vs. PG&E 9%)1. 
Time Period: The magnitude of loss factors is dependant 
on the time period that electricity is produced (i.e. peak 
vs. non‐peak). SDG had 11% during peak and 8% during 
non‐peak.1
Type of Benefit: The impact of loss savings varies for 
each value. Generation savings are impacted the most (i.e. 
9% vs. T&D 7.4%) 2
4.3High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
 
1. Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)  http://www.votesolar.org/tools_QuantifyingSolar%27sBenefits.pdf
2. Energy and Environmental Economics, Inc. (E3) and Rocky Mountain Institute, Methodology and Forecast of Long Term Avoided Costs for the Evaluation of 
California Energy Efficiency Programs (October 25, 2004)   http://www.ethree.com/cpuc/E3_Avoided_Costs_Final.pdf
                                                 
19 Smellof, E., Quantifying the Benefits of Solar Power for California (January 2005)   
20 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
21 Hoff, T.E, Final Results Report with a Determination of Stacked Benefits of Both Utility-Owned and 
Customer-Owned PV Systems, Clean Power Research, L.L.C (2002) 
22 Navigant Consulting Inc., Distributed Generation and Distribution Planning: An Economic Analysis for 
the Massachusetts DG Collaborative (February 12, 2006) 
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3.3.5 Ancillary Services 
Methodology 1: Utility Bill Analysis 
Ancillary Services include: VAR Support, load following, operating reserves, and 
dispatch and scheduling. The distributed generation (DG) units are unlikely or unable to 
participate in the markets for load following, operating reserves, and dispatch and 
scheduling. Although unlikely to participate in the market, synchronous DG may provide 
some of these services when operating. The potential value of ancillary services to other 
electric ratepayers for PV used in the Rocky Mountain Institute Report23 is valued at the 
CAISO market price range of 0.5 to 1.5 cents/kWh. The Vote Solar White Paper 24 
values ancillary services at 0.2 cents/kWh. The Austin Energy Report25 evaluates the 
voltage regulation benefit by assuming that PV inverters could be modified to operate
the desired power factor. The results suggest that although there is a range depending on 
how much the PV system can be depended on for voltage support, the value will always
be close to 0 cents/kWh. The MTC report by NCI values ancillary services at 0.3 
cents/kWh, based on the E3 26
 at 
 
 Report.  
 
Table 7. Range and Drivers: Ancillary Services 
‐Low End of Range (10% percentile)
•Ancillary Service Prices
•Perceived reliability for voltage support.
1.5High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
 
 
3.3.6 Hedge Value 
Methodology 1: Guarantee Electricity Supply Costs 
Natural gas hedge value ($/kWh) = Cost to guarantee that a portion of electricity supply 
costs are fixed ($/kWh) 
 
The value equals the cost of natural gas futures discounted at the risk-free discount rate. 
This analysis requires the natural gas price over the life of the PV system and the risk free 
discount rate associated with each year of the analysis. The Austin Energy Report uses 
NYMEX natural gas futures prices and the U.S. Treasury Yield Curve for risk free 
discounts rates. (The London Interbank Offer Rate (LIBOR) could also be used.) The 
Austin Energy Report had a discount factor of 0.96 in 2007 and 0.27 in 2035. The ASPv 
report values of the price hedge from 0.4 to 0.9 cents/kWh. 
 
                                                 
23 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
24 Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   
25 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
26 Navigant Consulting Inc., Distributed Generation and Distribution Planning: An Economic Analysis for 
the Massachusetts DG Collaborative (February 12, 2006) 
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Methodology 2: Selling Risk Free Benefits 
Natural gas hedge value ($/kWh) = Price that entity will pay for risk-reduction benefits 
($/kWh). Another method mentioned in the Austin Energy Report to value the PV is to 
sell natural gas futures (or other contracts) in proportion to natural gas savings from PV.  
 
Table 8. Range and Drivers: Hedge Value 
0.0Low End of Range (10% percentile)
•Market Stability: A volatile market creates more value 
for a hedge while stable market prices decrease this 
value. 
•Heat Rates: Low efficiency heat rates increase the value.
0.9High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
1. Wiser, R., Mills, A., Barbose, G., Golove, W., The Impact of Retail Rate Structures on the Economics of Commercial Photovoltaic Systems in California (July 2007), Lawrence 
Berkeley National Laboratory   http://eetd.lbl.gov/ea/ems/reports/63019.pdf
 
3.3.7 Implicit Value of PV 
Methodology 1: Market Data 
Most of the studies analyzed do not have methodologies for determining the intrinsic 
value of PV. However, the Austin Energy Report27 examined market data that indicates 
customer willingness to pay premium prices for green power and found that it had a value 
of 2 cents/kWh. There are other reports available that analyze green market pricing and 
EPRI is currently conducting work in this area. 
 
Table 9. Range and Drivers: Implicit Value of PV  
0Low End of Range (10% percentile)
2High End of Range (90% percentile) • Customer willingness to pay premium for 
green power. 1
DriversNet (₡/kWh)Range of Value
1. Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin Energy and the City of Austin, Clean 
Power Research LLC, (March 17, 2006) http://www.austinenergy.com/About%20Us/Newsroom/Reports/PV‐ValueReport.pdf  
 
3.3.8 Market Price Impact/Elasticity 
Methodology 1: Long-Term Supply Curve 
The Rocky Mountain Institute Report28 and the California Public Utilities Commission 
Report29 were some of the only studies that recognized that reduced demand results in a 
decrease in the market-clearing price for electricity, and therefore an increase in 
consumer surplus. However, it was found that this benefit is likely to be small and does 
not cause a price decrease. Most studies did not try to quantify this value because there 
are so many factors influencing natural gas demand. 
 
                                                 
27 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
28 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
29 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004) 
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3.3.9 Customer Price Protection 
Methodology 1: Market Based 
Electricity Price Risk Mitigation = ERF– ER (ERF = Cost of Electricity from Risk-Less 
Generation Asset, ER = Cost of Electricity from Risky Portfolio) 
 
This method consists of calculating the cost of electricity from the risky portfolio and the 
cost of electricity from the risk-less generation asset and taking the difference. The 
SMUD Report30 found this method to yield a premium of 0.5 cents/kWh. (Natural gas-
fired generation firmed up with natural gas futures is assumed to be the least cost risk-
free generation asset). 
 
Methodology 2: CAPM 
Electricity Price Risk Mitigation = (EP– yER)/(1 – y) – ER  
(EP = Cost of Electricity from District Portfolio, y = percent of the risky portfolio) 
 
This alternative approach solves for the expected cost of the risk-less asset as shown 
above. The SMUD Report found this method to yield a premium of 1.0 cents/kWh. 
 
Table 10. Range and Drivers: Customer Price Protection 
0.5Low End of Range (10% percentile)
Calculation Method: Method of determining 
the value of the risk‐less generation.
1High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
 
 
3.3.10 Customer Reliability 
Most of the studies evaluated do not quantify the value of customer reliability. However, 
several reports by LBNL and NREL look at the benefit of increased outage support for 
customers using batteries.31,32 The PV without storage provides little reliability, but with 
storage it would be worth in the range of 0 to 2.7 cents/kWh depending on the reliability 
needs of the customer. 
 
3.3.11 Criteria Pollutant Emissions 
Methodology 1: Direct Cost Savings 
Emissions Benefit ($/kWh) = Market Value of Penalties or Costs ($/kWh) 
 
There are two main methods of assigning an economic value: direct cost savings 
(penalties or costs to meet standards) and human health benefits. The majority of studies 
that do evaluate the economic benefits of emissions use the direct costs savings 
method33,34,35. The connection between pollution and emission factors (lb/MBtu) is 
                                                 
30 Hoff, T.E, Final Results Report with a Determination of Stacked Benefits of Both Utility-Owned and 
Customer-Owned PV Systems, Clean Power Research, L.L.C (2002) 
31 Hoff, T.E., Perez, R., Braun, Margolis, R.M., Maximizing the Value of Customer-Sited PV Systems 
Using Storage and Controls (2005) 
32 Hoff, T.E., Perez, R., Margolis, R.M., Increasing the Value of Customer-Owned PV Systems Using 
Batteries (November 9, 2004)  
33 Smellof E., Quantifying the Benefits of Solar Power for California (January, 2005)   
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calculated by the U.S. Environmental Protection Agency (EPA) or CEC in most studies. 
The E3 Report29 uses South Coast Air Quality Management District (SCAQMD) Reclaim 
Data, CARB or Utility Planning Documents to come up with Emission Reduction Credits 
(ERCs) or RECLAIM Trading Credits (RTCs) resulting in an environmental value of 0.7 
cents/kWh. The Austin Energy Report36 does not have an RPS mandate so a typical 
market-based green power program of 2.0 cents/kWh is used. RPS requirements force 
electric service providers to either acquire/build renewable-generated electricity or to 
purchase RECs from others. The SMUD Report37 uses emissions costs based on the 
Sacramento Metropolitan Air Quality Management District (SMAQMD) credit banking 
system  which sells emissions permits. 
 
Methodology 2: Health Benefits 
Emissions Benefit ($/kWh) = Health Benefits to Society ($/kWh) 
 
This method assigns the avoided health costs and shortened life times due to emissions as 
the value. This is difficult as the connection between emissions and health is not well 
established and there are no widely accepted methodologies.38 The ASPv paper states a 
range of health benefits from 0.02 cents/kWh to 0.04 cents/kWh, while the Vote Solar 
White Paper reports a value of 1.4 cents/kWh for NOx emissions. A comprehensive study 
for the EPA also estimates the health effects (mortality, hospital admissions, bronchitis, 
work lost days, etc.) due to exposure to particulates from power plants. The report 
includes detailed methodologies and assumptions, but does not provide an overall 
levelized cost39. 
 
Table 11. Range and Drivers: Criteria Pollutant Emissions 
2.0Low End of Range (10% percentile)
• Market Value (government mandate, 
geographic region): Some areas place a 
high market value on emission 
reductions such as California while and 
others do not, such as Austin.
0.02High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
 
 
                                                                                                                                                 
34 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
35 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC (March 17, 2006)  
36 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
37 Hoff, T.E, Final Results Report with a Determination of Stacked Benefits of Both Utility-Owned and 
Customer-Owned PV Systems, Clean Power Research, L.L.C (2002) 
38 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
39 ABT Associates and ICF Consulting  The Particulate-Related Health Benefits of Reducing Power Plant 
Emissions,  Prepared for Cleat Air Task Force, (October 2000) 
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3.3.12 Greenhouse Gas Emissions 
Methodology 1: Cost-Based Approach 
CO2 Emission Benefit ($/kWh) = Emission Intensity (tonnes of CO2/kWh) x (Value of 
CO2 Emissions ($/tonne)  
 
Although there are several methods to assign value to the GHG emissions (carbon tax, 
cap-and-trade programs, or REC trading), most studies used compliance costs. The 
emissions factor varies depending on the type of electricity generation. The E3 Report40 
uses two values to justify a projection of the value of CO2 reductions. One is the short-
term price of $5/ton of CO2 based on World Bank, Dutch, and UK market activity. The 
other is U.S. compliance with Kyoto protocol, which would result in a cost of $17.5/ton 
of CO2 in 2013.  
 
By discounting the projected stream of the shorter-term $5/ton of CO2 at 8.15% to 
$17.5/ton of CO2 in 2013, the resulting present value is $8/ton of CO2 (or $29/ton of 
carbon). This results in a range of 0.33 cents/kWh - 0.52 cents/kWh based on the heat 
rate range of 7,100 to 11,100 Btu/kWh. The Navigant MTC report found a value of 
$6.5/ton for “very high emission” projections.41 A European Commission study detailed 
the costs of achieving reductions in GHG emissions and found the value to be $66 to 
$170 per ton of carbon. ASPv and Duke adopted the mid-range of this cost ($100/ton of 
carbon) resulting in a range of 1.1 cents/kWh to 1.8 cents/kWh.42,43 The Vote Solar 
Initiative White Paper44 uses the midpoint ($92/ton of carbon), which results in a benefit 
of 1.9 cents/kWh. The SMUD Report45 uses a range from $2.19 (The Climate Trust) to 
$10 per ton of CO2 (British Petroleum). If the United States passes the Low Carbon 
Economy Act, a price of $12 per ton of CO2 will be implemented in 2012. This will result 
in a range of levelized costs from 0.2 to 1.0 cents/kWh (using Navigant’s model of 
emission intensity rates). The range of values is based on a $1/ton scenario and a $50/ton 
scenario and the emission intensity per state. 
 
                                                 
40 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004)  
41 Navigant Consulting Inc., Distributed Generation and Distribution Planning: An Economic Analysis for 
the Massachusetts DG Collaborative (February 12, 2006) 
42 Americans for Solar Power (ASPv), Build-Up of PV Value in California (April 13, 2005)  
43 Duke, Richard, Robert Williams and Adam Payne, Accelerating Residential PV Expansion: Demand 
Analysis for Competitive Electricity Markets (2004) 
44 Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   
45 Hoff, T.E, Final Results Report with a Determination of Stacked Benefits of Both Utility-Owned and 
Customer-Owned PV Systems, Clean Power Research, L.L.C (2002)   
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Table 12. Range and Values: Greenhouse Gas Emissions 
 
0.02Low End of Range (10% percentile)
• Carbon Value: High carbon value yields higher 
value.
• Emissions Rates (location/efficiency of plant): 
Higher carbon emission intensity yield higher value.
• Short & Long Term Costs: Long term costs are 
higher resulting in a larger benefit.
• Discount Rates:: The EC used low a discount rate, 1‐
3%, resulting in higher avoided CO2 emissions 
value¹.
• Market or Cost Based Approach: Market based 
approach yields higher results.
4.18High End of Range (90% percentile)
DriversNet (₡/kWh)Range of Value
1. Smellof E., Quantifying the Benefits of Solar Power for California (January 2005)   http://www.votesolar.org/tools_QuantifyingSolar%27sBenefits.pdf
 
3.3.13 Equipment and Installation Cost 
Methodology 1: Levelized Costs 
Cost of Equipment (cents/kWh) = (Capital Cost (cents/kW) + Fixed O&M (cents/kW-yr)) 
× Levelized Cost Factor 
 
Levelized Cost Factor = Cost of Equipment / (Life of System x DC-AC Conversion 
Factor x Capacity Factor x Annual Hours) 
 
An NREL assessment uses costs provided by Black and Veatch: $3,600 to $8,050/kW 
capital costs, $5.7 to $8.2/kW-yr fixed costs resulting in a levelized cost range of 19.4 to 
47 cents/kWh. A study by Center for Sustainable Energy (CSE)46 found that without 
incentives the cost for a project in New York City was 50.17 cents/kWh. A breakdown of 
the costs estimates that 60% of the cost is the PV module, 25% balance of system, and 
15% system design and installation. It is assumed that costs decrease at a rate of 5%/yr.47 
We estimate current capital costs at 26.49 cents/kWh to 29.26 cents/kWh and project 
them to decrease to 17.79 cents/kWh to 18.98 cents/kWh by 2015 (in 2006 dollars). Our 
assumptions were 8,760 operating hours, a capacity factor of 15%, a DC-AC conversion 
factor of 0.77 and a life of 25 years. We assumed that costs decreased annually by 4% to 
6%. 
 
Table 13. Range and Drivers: Equipment and Installation 
(47)Low End of Range (10% percentile)
Size: Large systems have inherently less cost on a per 
kW basis than small systems.
Location: Labor costs vary significantly in different 
regions (i.e. higher in NY) 1.
Long Term Costs: The amount that costs will decrease 
in future years can vary.
(19)High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
 
1. Centre for Sustainable Energy at Bronx Community College, New York City’s Solar Energy Future (January 2006) 
 http://www.bcc.cuny.edu/InstitutionalDevelopment/CSE/Documents/CUNY%20MSR%20‐%20Market%20for%20PV%20in%20NYC.pdf
                                                 
46 Center for Sustainable Energy at Bronx Community College, New York City’s Solar Energy Future 
(January 2006) 
47 Del Chiaro, B., Dutzik, T., Vasavada, J., The Economics of Solar Homes in California, Environment 
California Research and Policy Center (December, 2004) 
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3.3.14 PV O&M Expenses 
Methodology 1: Projected Costs 
Most studies assume these costs are negligible. Some other reports assume a variable 
cost, but it is extremely small (i.e., NREL: 0.05 to 0.15 cents/kWh). Inverters could have 
an impact and are currently replaced every 7 to 15 years. 
 
Table 14. Range and Drivers: PV O&M Expenses 
(0.05)Low End of Range (10% percentile)
Type of System(0.15)High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
 
 
3.3.15 Benefits Overhead 
Methodology 1: Comparable Incentive Programs 
Benefits Overhead ($) = Benefits Overhead Costs ($/kW) × PV kW 
 
Benefits Overhead Costs are those associated with capturing and monetizing all of the 
various value streams. This includes program administration and other equipment costs, 
such as advanced metering and/or the cost to address technical issues for including PV in 
a distribution deferral solution. The program administration (salaries, facilities, program 
design, and implementation) and program evaluation costs (for hiring meter installation 
subcontractors) in California’s Self-Generation Incentive Program are $12.5 million.  If 
allocated equally on a per kW basis across all active and complete projects, the cost is 
equal to $47.75/kW.48 Using our assumptions, this is converted to 0.2 cents/kWh. 
 
Table 15. Range and Drivers: Benefits Overhead 
(0.1)Low End of Range (10% percentile)
Rate Structure: Alters the PV value by 25% to 75% 
depending on size of the PV system relative to the 
building load¹.
Customer Load Profile: Customers that peak in the 
afternoon can receive significant demand charge savings 
while facilities with flat or inverted profiles will earn 
minimal demand charge reduction¹.
PV Production Profile: At 2% penetration, range is $0.10‐
0.18/kWh0) while at 75% penetration, range is $0.06‐
0.18/kWh) ¹
(0.2)High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
 
1. Wiser, R., Mills, A., Barbose, G., Golove, W., The Impact of Retail Rate Structures on the Economics of Commercial Photovoltaic Systems in California (July 2007), Lawrence 
Berkeley National Laboratory   http://eetd.lbl.gov/ea/ems/reports/63019.pdf
 
3.3.16 System Resiliency 
Few studies evaluated reliability in relation to disaster recovery. Currently, with or 
without storage, a PV system will trip off-line if the grid goes down. However, as 
engineering and procedural issues improve, PV combined with storage could provide 
disaster recovery relief. The Austin Energy Report49 valued this benefit by estimating the 
                                                 
48 Energy and Environmental Economics, Inc. and Rocky Mountain Institute, Methodology and Forecast of 
Long Term Avoided Costs for the Evaluation of California Energy Efficiency Programs (October 25, 2004) 
49 Hoff, T.E., Perez, R., Braun, G., Kuhn, M., Norris, B., The Value of Distributed Photovoltaics to Austin 
Energy and the City of Austin, Clean Power Research LLC, (March 17, 2006)  
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disaster cost, disaster propensity, and solar emergency power. Without storage the value 
was found to be negligible ($0/kWh). The Austin Energy Report suggests that with 
significant deployment of storage this benefit could have substantial value.  
 
3.3.17 PV Owner Electricity Bill 
Methodology 1: Utility Bill Analysis 
Electricity Bill Savings ($/kWh) = (Total Bill Without PV – Total Bill With PV)/(Annual 
Energy PV Production) 
 
Rate structure, system size, orientation and degradation are all factors that impact 
savings. The Lawrence Berkeley National Laboratory (LBNL) Report50 shows that the 
value of PV systems varied immensely across customers and retail rates: 5 to 24 
cents/kWh. Our model has a range of 1.1 cents/kWh to 33.0 cents/kWh. The high end 
value is in California for residential customers on tiered rates. The range in the following 
table is based on our model. 
 
Table 16. Range and Drivers: PV Owner Electricity Bill 
 
  
3.3.18 Federal Incentives 
Methodology 1: Investment Credits 
Federal Incentive (cents/kWh) = Rebate for Cost of Equipment (cents/kWp) x / (Life of 
System x DC-AC Conversion Factor x Capacity Factor x Annual Hours) 
 
Federal law provides a 30% income tax credit of up to $2,000 for purchase and 
installation of residential PV and a 30% tax credit for commercial systems.51 At the 
federal level, there is also 5-year accelerated depreciation. At the residential level, federal 
incentives generally have a smaller impact than state incentives because of the cap. Thus, 
residential systems are at the low end, and commercial systems, where there is no cap, are 
at the high end. We used the following assumptions in our model: 25-year life, DC-AC 
conversion factor of 0.77, a capacity factor of 15%, and 8,760 annual hours. The range in 
Table 17 is based on our model for federal incentives. 
 
                                                 
50 Wiser, R., Mills, A., Barbose, G., Golove, W., The Impact of Retail Rate Structures on the Economics of 
Commercial Photovoltaic Systems in California, Lawrence Berkeley National Laboratory (July 2007),  
51 Itron, Inc. CPUC Self-Generation Incentive Program Preliminary Cost-Effectiveness Evaluation Report, 
(September 14, 2006)  
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Table 17. Range and Drivers: Federal Incentives 
1.58Low End of Range (10% percentile)
•Customer segment
•Size of system, as income tax credit is caped
7.95High End of Range (90% percentile)
DriversNet (¢ /kWh)Range of Value
 
 
3.3.19 State Incentives 
Methodology 1: Initial Investment or Production Credits 
State Incentive (cents/kWh) = Rebate for Cost of Equipment / (Life of System x DC-AC 
Conversion Factor x Capacity Factor x Annual Hours) + Production (kWh) x Production 
Credit (cents/kWh) 
 
Incentives vary widely by state. In some states there are no incentives (West Virginia, 
Wyoming, South Carolina, etc.) while in states such as California they are significant.  
 
In California, the California Solar Initiative (CSI) is managed by the Public Utilities 
Commission and applies to residential retrofits and commercial and government 
buildings, and uses a mix of capacity and output based payments. Systems smaller than 
100 kilowatt (peak) (kWp) have upfront, expected performance based payments through 
rate reductions over 10 years. Systems larger than 100 kWp have over time, output based 
payments through rate reductions over 5 years. The New Solar Home Partnership 
(NSHP), managed by the California Energy Commission (CEC), applies to new 
residential housing, residential portions of mixed development, and affordable housing. 
The incentive program offers buy-downs, in dollars per watt (peak) ($/Wp), corrected for 
expected performance through a complex calculation that requires an expert site 
inspection.52 The range in Table 18 is based on our model for state incentives. 
 
Table 18. Range and Drivers: State Incentives  
 
                                                 
52 Database of State Incentives for Renewables & Efficiency, www.dsireusa.org 
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4.0 PV Value Case Studies and Scenarios 
4.1 Case Studies 
We developed a variety of case studies that allowed for a consistent comparison of PV 
values for specific situations. Case studies in Texas, California, Minnesota, Wisconsin, 
Maryland, New York, Massachusetts, and Washington were reviewed. Six of these case 
studies were residential systems and five were commercial systems. Although, there was 
incomplete information, in each of the cases, we were able to use our model to provide 
values for the missing data. The highlighted values in Table 19 are values taken directly 
from the case or values that have been calculated indirectly from the case. The medium 
value was chosen as a default for each missing value except for the GHG scenario and the 
equipment and installation costs. A “low value” of $12/ton was the default for GHG 
emissions and a “high value” or a 2007 cost was the default for equipment and 
installation costs. 
 
The first case study that we reviewed came from the Austin Energy Report. The purposes 
of the Austin Energy Report were to quantify the value of distributed PV to Austin 
Energy, and to document the evaluation methodologies to assist Austin Energy in 
performing the analysis as conditions change. We completed the case study by estimating 
the values not quantified in the report. The values that were quantified in the report are: 
 
• Central power generation cost 
• Central power capacity cost 
• T&D costs 
• System losses 
• Ancillary services 
• Criteria pollutant emissions 
• GHG emissions 
• Implicit value 
• Hedge value 
• Ancillary services. 
 
A fixed, 30-degree south-facing PV scenario was used in the base case. Clean Power 
Research has done various scenarios with different orientations and rotations. National 
averages or Texas region averages (when available) were used for the costs and transfers 
base case. As Table 19 and Table 20 illustrate, customer participants have a negative 
value while utilities/ratepayers and society have positive values. It is important to note 
that in this case study, the central power capacity cost is unusually low because the 
displaced marginal resource was a base-load gas turbine plant, compared to other studies 
that consider peaking-plants with limited hours of annual operation as the displaced 
marginal resource. Another value that is unusually low is the T&D cost benefit because 
load growth is occurring mostly in suburban areas with relatively low T&D costs.  
Two cases were reviewed for Austin Energy – a residential system analysis and a 
commercial system analysis. The commercial system has a higher net value because the 
levelized cost of equipment and installation is lower. 
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Table 19. Case 1 Summary Austin Energy Residential System 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
(0.1)‐‐(0.1)PV O&M Expenses
0.00.0*Hedge Value
0.80.8Ancillary Services
0.6‐0.6‐System Losses
Greenhouse Gas Emissions
‐(1.6)‐1.6Federal Incentives
Transfer
C
osts
Benefits
(0.2)(0.2)Benefits Overhead
(30.6)‐‐(29.3)Equipment and Installation
‐0.0‐0.0State Incentives
‐‐(6.3)6.3PV Owner Electricity Bill
Central Power Capacity Cost  
Central Power Generation Cost   7.0‐7.0             ‐
1.1‐1.1             ‐
(17.2)0.43.3(20.9)Stakeholder Total
Implicit Value
2.02.0**‐‐
Criteria Pollutant Emissions
0.80.8Customer Price Protection
0.1‐0.1          ‐T&D Costs
Net (¢ /kWh)Society (¢ /kWh)
Utility / 
Ratepayers 
(¢ /kWh)
Customer/ 
Participant 
(¢ /kWh)
PV Values
Transfer
C
osts
Benefits
*   Hedge value included in generation value
** Case looked as these values as one entity
Table 20. Case 2 Summary Austin Energy Commercial System 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Source: Highlighted values from case study. Other values estimated from NCI model. 
(0.1)‐‐(0.1)PV O&M Expenses
0.00.0*Hedge Value
0.80.8Ancillary Services
0.6‐0.6‐System Losses
Greenhouse Gas Emissions
‐(7.9)‐7.9Federal Incentives
Transfer
C
osts
Benefits
(0.2)(0.2)Benefits Overhead
(26.5)‐‐(26.5)Equipment and Installation
‐0.0‐0.0State Incentives
‐‐(4.6)4.6PV Owner Electricity Bill
Central Power Capacity Cost  
Central Power Generation Cost   7.0‐7.0             ‐
1.1‐1.1             ‐
(14.4)(5.9)4.9(13.4)Stakeholder Total
Implicit Value
2.02.0**‐‐
Criteria Pollutant Emissions
0.80.8Customer Price Protection
0.1‐0.1          ‐T&D Costs
Net (¢ /kWh)Society (¢ /kWh)
Utility / 
Ratepayers 
(¢ /kWh)
Customer/ 
Participant 
(¢ /kWh)
PV Values
Transfer
C
osts
Benefits
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The third case we reviewed was for a newly constructed residential home in Northfield, 
Minnesota.53 The system consisted of 180 roof-mounted solar shingles with a combined 
nameplate capacity of 3.1 kW. The shingles are UniSolar l amorphous silicon thin-film 
cells, model SHR 17. This study was called “Minnesota Photovoltaic System Study: 
Residential Application.” The actual equipment and installation costs, at 38.9 cents/kWh, 
were higher than our model predicted. 
 
Table 21. Case 3 Summary New Residential Home in Northfield, MN  
 
 
The fourth case we reviewed was for another new residential home that was constructed 
in Madison, Wisconsin, in which the cost equipment and installation costs were lower 
and the owner’s electricity bill savings were higher.54 The system is pole-mounted with 
dual-axis tracking with a nameplate capacity of 1.264 kW. It consists of Kyocera panels, 
an SMA inverter, and a WattSun tracker. The study was called “Wisconsin Focus on 
Energy Case Study: Solar Energy in the City.” 
 
                                                 
53 Minnesota Photovoltaic System Case Study: Residential Application. Prepared for Iowa Department of 
Natural Resources. Copyright Black & Veatch (May, 2003) 
54 Wisconsin Focus On Energy Case Study: Solar Energy in the City. REN-2044-1104 (2004) 
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Table 22. Case 4 Summary New Residential Home in Madison, WI  
 
 
The fifth case was based on the DOE Million Roofs Initiative success stories and was for 
a residential home in Glenn Dale, Maryland.55 The system consisted of roof-mounted 
amorphous silicon thin-film cells and had a nameplate capacity of 1.4 kW. It used BP 
Solarex Millennia panels and an Omnion inverter. It was indeed a success as the 
equipment and installation costs were low and the savings were high, yielding a relatively 
high net value. 
 
                                                 
55 Million Solar Roofs Initiative: Success Stories. Residential Installation, On-Grid PV System, DOE, Glenn 
Dale, MD 
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Table 23. Case 5 Summary Existing Residential Home in Glenn Dale, MD 
 
 
The following study was a case study on the New York Energy $Mart program.56 The 
system consisted of 90 roof-mounted panels covering 900 square feet (sq ft). It had a 
nameplate capacity of 14.85 kW. 
 
                                                 
56 New York Energy $mart. Darmstadt Overhead Doors. (November, 2004) 
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Table 24. Case 6 Summary Existing Commercial Building in Kingston, NY 
 
 
In this study there were only a small amount of savings yielding a low net value. 
 
The seventh case study was based on a study by the University Massachusetts aiming to 
determine the effect of PV on demand charges.57 The system consisted of 241 
horizontally roof-mounted Evergreen Solar EC 110 Modules and 17 SMA SB1800U 
inverters. It had a nameplate capacity of 26.95 kW. 
 
                                                 
57 Effect of PV on Reducing Demand Charges: Case Study of a 26 kW PV System in MA, Ujjwal 
Bhattacharjee and John Duffy. Energy Engineering Program, University of Massachusetts Lowell (2006) 
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Table 25. Case 7 Summary Existing Commercial Building in Cambridge, MA 
 
 
In this report there were very large equipment and installation costs and low electricity 
bill savings, again yielding a very low net value.   
 
The next case was a study by the San Diego Regional Energy Office.58 The system 
consisted of 9,700 roof-mounted panels with a total nameplate capacity of 970 kW. It was 
installed on the Del Mar Fairgrounds of San Diego County.  
 
                                                 
58 San Diego Regional Energy Office. Del Mar Fairgrounds SelfGen Case Study 
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Table 26. Case 8 Summary, Existing Municipal in Del Mar, CA 
 
 
This retrofit had very high value because of the low equipment and installation costs and 
high electricity bill savings. 
 
Case nine was based on a study by the Solar Washington Newsletter called “Solar Power 
Case Study: An Old Idea with New Economics.”59 The system consisted of eight roof-
mounted Sanyo panels totaling 104 sq ft. It had a nameplate capacity of 1.52 kW. 
 
                                                 
59 Solar Power Case Study: An Old Idea With New Economics. John Watts. Solar Washington Newsletter. 
(Fall, 2006) 
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Table 27. Case 9 Summary Existing Residential Home in Bellingham, WA 
 
 
Again, high equipment and installation combined with average bill savings resulted in a 
low net value. 
 
Cases ten and eleven were based on a study by the Center for Sustainable Energy for 
Million Solar Roofs Initiative in January 2007, called “New York City's Solar Energy 
Future Part II: Solar Energy Policies and Barriers in New York City.” 60 Low installation 
costs and high incentives created a net positive value. 
 
                                                 
60 New York City’s Solar Energy Future Part II: Solar Energy Policies and Barriers in New York City. 
Prepared by the Center for Sustainable Energy at Bronx Community College for The City University of 
New York’s Million Solar Roofs Initiative. Appendix VI PV Planner Assumptions for all Sectors. Jan. 
2007 
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Table 28. Case 10 Summary Existing Residential Home in New York, NY 
 
Table 29. Case 11 Summary Existing Commercial Building in New York, NY 
 
4.2 Scenarios 
In addition to the case studies, we created five scenarios that demonstrate the model 
capability. The scenarios are a PV system with storage, a low installation and equipment 
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cost scenario, a low installation and equipment cost scenario with no incentives, a 
$30/ton GHG scenario, and a $50/ton GHG scenario. 
 
Base Scenario. The base scenario was a retrofit of a residential home in San Diego, 
California. Below is the base scenario table of values. 
 
Table 30. Base Scenario 
 
 
Scenario 1 − Storage. The first scenario is a PV system with storage. Values were 
obtained from the Storage and Controls Report from DOE's Office of Energy Efficiency 
and Renewable Energy (EERE) and NREL.61 In this report, the additional value of 
outage protection provided by the storage was $245/year for a residential system. The 
cost of the battery (3 kWh) was $900 and the lifetime of the battery was 7 years. Thus, 
the additional cost was 1.40 cents/kWh and the value of reliability was 2.7 cents/k
Another potential scenario could involve customers using more expensive storage 
systems for energy arbitrage opportunities in addition to back
Wh. 
-up power. 
                                                
 
 
61 Hoff, T.E., Perez, R., Braun, Margolis, R M., Maximizing the Value of Customer-Sited PV Systems 
Using Storage and Controls, NREL (2005) 
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Table 31. Scenario 1 − Storage 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Scenario 2 −  Low Cost. The second scenario is a low installation and equipment cost 
scenario. The values for this scenario were obtained from our model. The assumptions for 
this scenario included projecting the costs out to 2015, which decrease annually at 4% to 
6% per year. 
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Table 32. Scenario 2 − Low Cost 
 
 
This created a net positive value and a positive value for the customer/participant. The 
third scenario is a low cost installation and equipment cost scenario with no incentives.  
 
Scenario 3 −  Low Cost and No Incentives. We used the same assumptions as in the 
previous scenario and did not include any state or federal incentives in the value analysis. 
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Table 33. Scenario 3 −  Low Cost and No Incentives 
 
 
The overall net value did not change from scenario 2 and remained positive; however, the 
benefit to the customer participant decreased and the benefit to society increased.  
 
Scenario 4 −  GHG Emissions at $30/ ton. The fourth scenario was our first GHG 
scenario. We used a value of $30/ton of CO2 for the value of GHG – a value we thought 
would have a significant impact on carbon emissions in the United States. 
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Table 34. Scenario 4 −  Greenhouse Gas Emissions at $30/ton 
 
 
This assumption increased the value of GHG emissions to 0.9 cents/kWh; however, 
benefits to society were still negative overall.  
 
Scenario 5 −  GHG Emissions at $50 per ton. Our last scenario was our second GHG 
scenario. We used a value of $50/ton of carbon dioxide; a value we thought the market 
had the potential to reach in the long term. Table 35 highlights the results of this analysis. 
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Table 35. Scenario 5 −  Greenhouse Gas Emissions at $50/ton 
 
 
This assumption increased the greenhouse gas emissions value to 1.5 cents/kWh. 
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5.0 PV Value Gap Analysis 
5.1 Increasing Benefits from Key PV Values 
We identified gaps between what is needed and what is available so as to make 
recommendations for improving the value from PV systems. Opportunities to increase the 
benefits or reduce the costs were focused on PV values with the highest magnitudes. 
Several strategies were identified for each of the key PV values. The paragraphs below 
discuss the key PV values and potential ways to improve the benefits or reduce the costs. 
 
Central Power Generation Cost 
Natural gas-fueled power plants are the marginal generation resource in many regions of 
the United States. As a result, natural gas prices in those regions and the marginal 
resource heat rate (i.e., the amount of gas consumed to generate a kilowatt-hour) are two 
key drivers of this value. Given these drivers, a PV system in a region with high gas 
prices that often displaces electricity from an inefficient peaking power plant will have a 
much higher benefit than a PV system in a region with low gas prices that displaces 
mainly off-peak power from an efficient baseload power plant. A strategy to improve the 
benefit from this value is to increase production from the PV system by optimizing 
orientation (i.e., latitude and tilt) and using tracking systems. 
 
Central Power Capacity Cost 
The key driver for this value is the coincidence of peak demand with system output. 
Another key driver is the type of generation asset displaced. Peaking plants typically have 
lower capital costs than baseload plants. However, a peaking plant that runs a limited 
number of hours per year will have a higher capital cost per kilowatt-hour than a baseload 
plant. Given these drivers, a system that produces a high share of its output during on-
peak hours and displaces a peaking plant will have a higher benefit. Various strategies to 
increase production during peak demand periods and increase the benefit from this value 
include: using thin film technology that has a more consistent output during the day, 
integrating energy storage into the PV system, and integrating load management 
applications with the PV system controls. 
 
T&D Cost 
While this value has significant potential, it has been difficult to capture. This value 
depends on the location of the PV system as well as the output during the T&D system’s 
peak period. Locations with congested transmission and/or distribution systems typically 
require expensive upgrades that could be deferred where PV systems are installed to 
reduce congestion. Although this value includes both T&D, there are cases that are 
specific to one or the other. For example, PV can be installed in an area that reduces the 
transmission peak, but is in a distribution area with excess capacity, providing limited 
value to the distribution system. However, some of the most congested areas have 
network distribution systems in which interconnection standards currently prohibit or 
severely limit interconnections. And in non-network distribution systems, the deferral 
depends on the production of the PV system during the peak of the specific distribution 
area, which varies across the distribution system and can be a different peak period than 
the regional generation peak.  
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Many distribution planners will also want “physical assurance” (i.e., guarantees that the 
load the PV is serving is permanently displaced). Another barrier for this value is the 
potential for circuit overload following an outage or a recloser operation. Current 
interconnection standards (e.g., IEEE 1547) prohibit PV systems from riding through 
outages, leaving the T&D system to support the loads that would otherwise be served by 
the PV systems. For a local utility to defer T&D upgrades and capture the benefits of this 
value, it will need to assure  that the PV system will effectively eliminate a certain load 
during its peak congestion period and that, if the PV system trips, the customer’s 
connected load will be reduced by an amount equal to the PV output. PV integrated with 
load management systems would address these concerns and allow PV systems to capture 
the T&D cost benefits. Other strategies to increase the benefits captured from this value 
are to improve the ability to install PV systems in congested areas with limited roof 
space, and to firm PV output with storage and/or other demand side actions.  
 
Greenhouse Gas and Criteria Pollutant Emissions 
This value is driven by two key factors: the amount of emissions displaced by the PV 
system and the value of the displaced emissions. PV systems have no emissions and 
displace all the emissions associated with the marginal central generation resource. In 
most cases, the marginal resource will be a gas-fueled central generation plant. The 
higher the heat rate, the higher the displaced emissions. Coincidence of peak demand 
with PV system output also plays a role in this value because peaking plants tend to have 
a higher heat rate than baseload plants, producing higher emissions.  
 
As for valuating the displaced emissions, there are various mechanisms currently in 
place: assessing the public health impact, employing regional air quality district 
emissions permit trading systems, employing regional renewable energy credit trading 
systems, assessing the penalties of failing to meet emission standards, and projecting the 
cost of achieving target emissions reductions. The variety of valuation mechanisms has 
created a wide range of economic benefits for this value. Moreover, the climate and 
energy context is evolving quickly and producing an upward trend in the future economic 
value of the emissions reduction. A strategy to increase the benefits from this value is to 
support the development and adoption of a uniform valuation standard across the country. 
A secondary strategy is to increase the amount of displaced emissions by aligning the PV 
system production with peak demand periods, when dirtier peaking generation plants are 
the marginal resource. 
 
Implicit Value of PV 
This value is driven by customers’ willingness to pay a premium price for electricity from 
a PV system. For some commercial customers, this value could come from demonstrating 
to their key stakeholders (customers, investors, employees, and regulators) that the 
organization is environmentally friendly. For some residential customers, this value could 
come from a desire to reduce their environmental impact, create an image of being 
environmentally friendly, and/or create an image of being an early adopter of emerging 
technologies. The magnitude of this value across market segments is still unclear. 
Furthermore, this value may change over time as PV penetrates the market. The implicit 
value may decline as PV becomes more common. Or conversely, PV may become a 
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“must-have” product for some sectors of the economy. Understanding what creates this 
value and how it will change over time will be critical to the success of PV. 
 
Equipment and Installation Cost 
This value is driven by three key factors: system size, location, and projected long-term 
costs. Large systems have a lower cost per output unit than smaller systems because some 
PV system costs (e.g., design, engineering, transportation, installation, permitting, and 
incentive request) are mostly fixed. The location is also a factor because labor rates in 
some regions are more expensive than others, driving up the labor-intensive costs (e.g., 
design, engineering, and installation).  
 
As the industry continues to grow and mature, economies of scale and learning curves 
across the supply chain are expected to reduce overall system costs. However, it is still 
unclear exactly how much costs will come down, and projections have significant 
variance. A strategy to reduce the cost from this value is to continue to promote 
incentives and remove regulatory and market barriers that will help the industry grow and 
achieve the expected economies of scale. Another strategy is to help capture and 
disseminate operational best practices from Europe (Germany) and Asia (Japan) across 
the supply chain to help increase production and decrease costs due to economies of scale 
and the learning curve effect. 
 
5.2 Integrating Storage to PV Systems 
Several reports sponsored by EERE and NREL have examined the benefits of integrating 
storage with PV.62, 63 Both the outage protection benefits and energy arbitrage 
opportunities were analyzed. The report, Maximizing the Value of Customer-Sited PV 
Systems Using Storage and Controls, looked at both a residential and commercial case 
and found that savings due to outage protection were $245/year and $25,000/year 
respectively. The value was derived from an estimated yearly cost of outage-related 
disturbances prorated to the relative size of the considered PV system. Load management, 
outage prevention, and outage recovery were the three values of onsite storage that were 
defined in this report.  
 
Another report, Increasing the Value of Customer-Owned PV Systems Using Batteries, 
found that PV storage can have value to both the consumer and utility. This report 
focused on determining the savings using storage without PV and with PV, and found 
storage savings to be significant. Cost savings due to a reduction in storage capacity 
increased the NPV to $30,000 (from $5,000). Obtaining outage cost and associated 
outage probabilities was difficult to obtain. 
 
While much of the previous research suggests that integrating energy storage equipment 
into PV systems can improve the value provided by PV systems, more quantification of 
the benefits for the consumer during an outage or for the utility to control consumer-
                                                 
62 Hoff, T.E., Perez, R., Braun, Margolis, R M., Increasing the Value of Customer-Owned PV Systems 
Using Batteries, NREL (November 9 2004)  
63 Hoff, T.E., Perez, R., Braun, Margolis, R M., Maximizing the Value of Customer-Sited PV Systems 
Using Storage and Controls, NREL (2005) 
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owned battery systems in an emergency are areas for future research. Current energy 
storage technology is still relatively expensive and inefficient. However, R&D is 
underway that aims to develop new energy storage technologies that would have 
significant cost and efficiency improvements over today’s technologies. Feasibility 
studies analyzing the economics of switching from firm to non-firm rates is another area 
for further study.64 In the paragraphs below, we discuss specific examples of 
opportunities for storage systems to increase the benefits of PV systems. 
Optimizing Output Profile during the Day 
Short-term (i.e., hours) storage systems can store energy produced by the PV system 
during the off-peak period of the day and provide energy and capacity during on-peak 
periods. By adjusting the output of the PV system to coincide with the peak demand 
period, the storage system is increasing the benefits along several key values: 
 
• Central power generation cost. Increases the displacement of less efficient 
peaking plants that have higher operating costs. 
• Central power capacity cost. Firms the PV to ensure peak central generation 
capacity is displaced. 
• T&D costs. Provides greater assurance that the PV can provide T&D capacity 
during peak demand periods on the T&D system to increase the deferral of T&D 
upgrades. 
• System losses. Increases the avoided losses because they are higher during peak 
periods. 
• GHG and criteria pollutant emissions. Increases the displacement of lower 
efficiency peaking plants that have higher criteria pollutants. 
Increasing Reliability of System Output 
Long-term (i.e., days) energy storage can store energy from the PV system on days with 
good insolation and release it on days with poor insolation. The storage system is 
therefore increasing the likelihood that the PV system will be able to consistently offset a 
certain level of demand. However, it is very expensive to have “days” of storage and 
most of the benefit can be obtained with small amounts of storage and load control.65 
Customers will also have reliable back-up power systems that are based on renewable 
energy, rather than diesel generation.  The values with increased benefits from this 
application are: 
 
• Central power capacity cost. Increases the confidence that PV systems in a certain 
region will provide a certain level of power on peak demand days and increase the 
displaced peaking capacity. 
                                                 
64 Hoff, T.E., Perez, R., Margolis, R., Increasing the Value of Customer-Owned PV Systems Using 
Batteries (November 9, 2004) 
65 Hoff, T.E., Perez, R., Braun, Margolis, R M., Maximizing the Value of Customer-Sited PV Systems 
Using Storage and Controls, NREL (2005) 
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• T&D costs. Increases the confidence that the PV system will provide a certain 
amount of power on peak demand days and increase the opportunities to defer 
T&D investments. 
• System resiliency and customer reliability. Increases the confidence that PV 
systems can provide power during outages. Provides utilities with a resource to 
supplement the ability of PV to relieve stress on their T&D systems while 
supporting customers’ critical loads and keeping businesses and residences 
running.66 
5.3 Integrating Demand Response with PV Systems 
A less expensive alternative to energy storage is demand response (also called demand 
side management or load control applications). By integrating PV systems with demand 
response, PV systems can more effectively reduce peak demand and the associated 
central power capacity and T&D costs. This may be one of the best ways to increase 
market penetration of PV. When demand is at its highest, relatively expensive PV should 
be running to capture the market share. Thus, it may serve PV in the long run to assess 
how it could become fully integrated with demand side management both locally (at 
point of use) or across the power grid under the potential control of the utility. It could 
potentially be used to alleviate stress on the grid. 
 
When the output of the PV system is coincident with peak load, demand response can 
provide assurances to system operators and allow them to rely on the integrated 
photovoltaic/demand response (PV/DR) system to provide resource adequacy, peak 
capacity, and peak energy.  PV also brings value to demand response. With an integrated 
PV/DR system the utility would rely less on demand response and the customer would be 
subject to fewer demand response events.   
 
NREL and EERE reports examined demand response with PV systems.67, 68 In the 
report, Maximizing the Value of Customer-Sited PV Systems Using Storage and Con
cumulative cash flows for PV, emergency storage, PV and local load management 
storage, and PV and emergency storage were compared. In the San Jose commercial case, 
PV and load control storage had an NPV of $212,000 while PV alone had an NPV of 
$173,000. In the commercial Long Island case, PV and load control storage had an NPV 
of $21,500 while PV alone had an NPV of $7,500. This study concluded that only a small 
addition of storage for local load control is beneficial for customer-sited PV. In the 
Report, Maximizing PV Peak Shaving with Solar Load Control: Validation of a Web-
Based Economic Evaluation Tool, it was found that solar load control can substantially 
enhance PV load reduction. The solar load control NPV ranged from $10,000 to 
$100,000 depending on the size of the building. 
trols, 
                                                 
66 Hoff, T.E., Perez, R., Braun, Margolis, R M., Maximizing the Value of Customer-Sited PV Systems 
Using Storage and Controls, NREL (2005) 
67 Ibid 
68 Perez, R., Hoff, T.E., Herig, C., Shah, J., Maximizing PV Peak Shaving with Solar Load Control: 
Validation of a Web-Based Economic Evaluation Tool (May, 2003) 
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6.0 Recommendation for Future Research 
A wealth of previous research has been performed to evaluate the value of PV. However, 
specific research still needs to be completed to fill in knowledge gaps. We identified 
opportunities for DOE and NREL to sponsor additional R&D efforts to improve the 
quantification of PV values and/or improve the value captured from PV systems. These 
research efforts will help improve the value of grid connected PV systems, reach 
economic parity with traditional central generation options, and increase their market 
penetration. We grouped our recommendations into short-, medium- and long-term focus 
areas for DOE R&D. 
 
Short-Term R&D Recommendations (1-3 years) 
Over the next couple of years, DOE should promote a standard framework and develop 
tools easily available to industry to assess the value of PV systems. With a few 
exceptions, our research shows that most of the high magnitude PV values had well-
established methodologies to quantify the financial impacts, while some of the PV values 
with lower magnitude PV values do not have generally accepted methods. Although 
many of these high magnitude values have well established methodologies, there is still 
disagreement about input assumption, and this is a critical issue.  
 
DOE should look at existing programs that assess the value of PV and could support the 
next R&D steps. These include: the Massachusetts Technology Collaborative (MTC), 
Sacramento Municipal Utility District (SMUD), and Austin Energy. For example, the 
MTC is undertaking a pilot program to place a large amount of PV within a congested 
area of the grid to test the actual values of PV. DOE might consider offering to review the 
results, leverage some dollars to support the analysis of results, and take next steps in 
funding follow-on R&D. DOE can also support additional analyses of PV values within 
utility distribution networks, which the California Energy Commission (CEC) is currently 
funding. 
 
In addition, DOE should take a leadership role in the development of a standard approach 
to value GHG and criteria pollutant emissions, including the associated health benefits 
and intrinsic value of reducing emissions. These are two areas of contention among 
existing studies that quantify the value of PV. Some studies had a conservative view of 
benefits while others had high expectations for the future.  
 
Another high-priority, short-term R&D opportunity for DOE is to fund a robust effort to 
quantify the costs and benefits associated with integrating current and emerging energy 
storage systems and demand response applications with PV systems. This effort should 
go beyond existing efforts and assess both costs and benefits in an approach that involved 
key stakeholders, including utilities and customers. 
 
Mid-Term R&D Recommendations (3-5 years) 
Over the mid-term, DOE should collaborate with utilities in the development and 
deployment of new technologies and operating practices to increase the value captured by 
utilities and ratepayers from PV systems. These research efforts will help improve the 
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value of grid connected PV systems, reach economic parity with traditional central 
generation options, and increase their market penetration. Specific R&D opportunities by 
PV value are presented in Table 36.  
 
Long-Term R&D Recommendations (5-10 years) 
Over the long term, DOE should take a leadership role in establishing frameworks for 
long-term policies, regulations, and incentives that will reduce the risks and uncertainty 
currently limiting investment in PV markets. Solving the technical and analytical 
challenges over the short- and mid-term will certainly help advance the adoption of PV 
systems. But to achieve a broad market penetration, appropriate policies, regulations, and 
incentives will need to be in place. DOE will need to support the development of these 
mechanisms. 
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Table 36. Recommended R&D to Increase the Value of Grid Interconnected PV 
•Assess the value of backup power for critical loads that can be provided by PV with distributed energy 
storage for residential and commercial customer classes
Customer 
Reliability
•As PV reaches significant penetration levels (e.g., >5%), develop guidelines and tools for system 
planners to predict performance of PV systems (e.g., a day ahead based on weather information) and 
integrate loading forecasting for wholesale power markets
•Assess actual performance of installed PV systems against predicted performance
Central Power 
Generation Cost
•Launch a consensus based effort to standardize emissions valuation method. While there is some 
understanding of how to quantify the greenhouse gas emissions displaced by PV systems, there are 
many approaches being used to value the displaced emissions. This issue goes beyond PV to all 
greenhouse gas emissions reduction applications. Even though there is much research underway, it is 
likely that more research will be required to develop a standard valuation approach that is widely 
accepted and used across the country.
• Incorporate environmental impact into utility dispatch criteria
Greenhouse Gas 
and Criteria 
Pollutant 
Emissions
•Use surveys/focus groups to understand motivations within each stakeholder group (e.g., consumers, 
developers, utilities) behind PV projects that went ahead even with a negative net present value
•Develop approaches to monetize the value of enhancing the corporate brand
•Understand how the implicit value of PV will change over time; how long will the value of the 
intangibles last
Implicit Value 
of PV 
•Assess the technical limit for PV penetration on a single distribution circuit (e.g., currently a 15% 
compromise agreement in Massachusetts) and define strategies to increase the penetration limit
•Develop the capability to more easily locate PV systems into the “built environment” of congested areas 
with limited roof space (e.g., PV integrated with roads, bridges and/or rail lines)
•Develop cost‐effective engineering solutions to interconnect PV systems to network distribution systems
•Develop cost‐effective storage systems
•Explore potential to bundle PV systems with batteries in electric/hybrid vehicles
•Develop cost‐effective monitoring, control and validation for performance and physical assurance
•Develop cost‐effective engineering solutions to allow PV systems to ride through system outages
•Assess opportunity to integrate demand response to PV systems to improve T&D benefits
•Assess the technical and economic feasibility of PV‐ready distribution systems
•Develop tools for utilities to incorporate PV system output uncertainty into T&D planning and capacity 
deferment processes
•Develop easy to use tools for regulators to quantify T&D values of PV systems in their regions
•Research technical and economical feasibility to use smart grids to manage bidirectional power flows 
from PV systems and plug‐in hybrids
T&D Costs
•Assess opportunity to store energy from PV systems on a distributed storage system located on the 
distribution feeder
•Generally improve the cost and performance of energy storage systems
•Understand how demand response can help PV systems displace central capacity
• Investigate potential improvements to optics in glass of PV modules to enhance performance
•Assess the potential for stranded generation assets for new fossil‐fuel power plant investments due to 
significant changes in fuel costs and/or environmental regulations. Assess the levelized cost of energy 
from such plants should their economic life be reduced from 30 to 20 or even to 10 years
•Understand how the geographical diversity of PV systems mitigates the short‐term output variability 
due to rapidly changing weather conditions, such as passage of clouds
Central Power 
Capacity Cost
•Develop an accepted methodology to value the certainty of fuel prices
•Develop improved models to forecast long‐term electricity prices
•Use surveys/focus groups to understand if and how much price protection is a motivator for PV projects 
that went ahead even with a negative net present value
•Evaluate current mechanisms used by consumers for energy price hedging.
•Replicate the analysis in the Austin Energy Report with other utilities
•Assess willingness of utilities and practical methods to use PV systems to offer customers fixed 
electricity prices
Customer 
Electric Price 
Protection 
•Compare technology requirements in Europe, Japan and the U.S. and assess the impact of codes on PV 
system design and costs
•Capture and disseminate operational best practices from Europe and Asia across the supply chain that 
will accelerate the learning curve and reduce costs
•Assess potential for distributing regulated low voltage, PV generated dc power to electronic devices in 
residential and commercial buildings and the savings from eliminating multiple ac‐to‐dc power 
supplies and their associated standby inefficiencies.
Equipment and 
Installation Cost
Benefits 
Overhead
System 
Resiliency
PV Value
•Understand what data and infrastructure (e.g., meters, data management, remote controlling and 
central monitoring) is required, and what it will take for utilities to rely on PV as a resource
•Understand incentive program management costs (e.g., incentive administration, cost to government, 
cost to PUCs, cost to installers, cost to customers) and identify ways to reduce these costs (e.g., incentive 
program standardization across states)
•Develop tools for industry to quickly and easily perform preliminary analysis on the value of specific 
PV installation projects
•Collect data from utilities or on a region‐wide basis regarding number of hours of power outage and 
assess which outage hours could have been avoided by the use of PV with distributed energy storage
R&D Opportunities
 
 45
7.0 Conclusions and Recommendations  
This report provides a series of important conclusions regarding the analysis of PV value: 
 
• Previous efforts to quantify PV values focus on a single stakeholder, typically the 
participant customer or the utility. When the values across key stakeholders are 
aggregated, several significant values simply become transfers from one 
stakeholder to another without creating a net benefit or cost (e.g., PV owner 
savings on electricity bill, federal incentives, and state incentives).  
• While 19 PV values were identified, only 6 have significant benefits (central 
power generation cost, central power capacity cost, T&D costs, GHG emissions, 
criteria pollutant emissions, and implicit value of PV) and one has significant 
costs (equipment and installation cost). 
• The net value of PV systems varies greatly, driven primarily by the location of the 
system and the output profile (time of day/season). 
• Several PV values require additional R&D to establish a standardized 
quantification methodology (implicit value of PV, system resiliency, fuel 
diversity, market price impacts/elasticity, and customer reliability). 
• While much of the previous research suggests that integrating energy storage 
equipment into PV systems can improve the value provided by PV systems, more 
quantification of the costs and benefits is required. 
• There are still many opportunities to increase the benefits of PV systems through 
R&D. 
 
It is recommended that NREL and DOE enhance their efforts to fund R&D that will 
increase the magnitude and clarity of value from grid connected PV systems. More 
specifically: 
 
Over the short-term 
 
• Promote a standard framework and develop tools easily available to industry to 
assess the value of PV systems. 
• Take a leadership role in the development of a standard approach to value GHG 
and criteria pollutant emissions. 
• Quantify the costs and benefits associated with integrating current and emerging 
energy storage systems and demand response applications with PV systems. 
Over the mid-term 
 
• Collaborate with utilities in the development and deployment of new technologies 
and operating practices to increase the value captured by utilities and ratepayers 
from PV systems. 
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Over the long-term 
 
• Take a leadership role in establishing frameworks for long-term policies, 
regulations, and incentives that will reduce the risks and uncertainty currently 
limiting investment in PV markets. 
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